SIDEWALK LOCATION
IF WALL IS PROPOSED

RESIDENTIAL SIDE

COMPACTED SUBGRADE

SCHOOL AND PARK SIDE

SECTION "A"

* CROSS SLOPE OF SIDEWALK SHALL BE 1.5% (2.00% MAX AS-BUILT)
** PART-WIDTH STREET SECTION: 34' IMPROVEMENTS ON 48' R/W

NOTES:
1. THICKNESS OF AB AND HMA TO BE DETERMINED BY SOIL TEST AT TIME OF GRADING OPERATIONS.
2. MINIMUM PAVING THICKNESS PER SPECIFICATIONS SECTION 8.07 OF THIS ORDINANCE.
3. CURB AND GUTTER TO BE TYPE "A-6" (STANDARD No. 200). 8" CURB IS NOT ALLOWED.
4. THIS STANDARD MAY ALSO TERMINATE AT A CUL-DE-SAC IN INDUSTRIAL OR COMMERCIAL USE AREAS BUT SHALL NOT EXCEED 660 FEET IN LENGTH OF ROADWAY/STREET.
5. WHEN ABUTTING SOIL HAS A HIGH SULFATE CONTENT, SPECIAL CONSIDERATIONS ARE REQUIRED. SEE SPECIFICATIONS SECTION 16.04 OF THIS ORDINANCE.